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IPS Battery Pack and BPS 3xAA Battery Holder DESCRIPTION 

Interchangeable standard power supplies for Trail / Helion / Accolade / Digisight 
Ultra / Forward F / Krypton / Krypton 2. The Pulsar BPS 3AA Battery Holder 
allows you to extend your nighttime hunting by providing backup power for your 
compatible Pulsar devices. 

 IPS 7                                        IPS 14                                        BPS 3xAA 

 

IPS Battery Pack CLASSIFICATION 

 IPS 7 IPS 14 BPS 3xAA 

Connections and 
Compatibilities 

Krypton, Krypton 2, 
Helion, Accolade, Trail, 
Digisight Ultra, 
Forward F 

Krypton, Krypton 2, 
Helion, Accolade, Trail, 
Digisight Ultra, 
Forward F 

Helion, Accolade, Trail 

Battery Type Li-Ion Li-Ion AA 

Capacity, mAh 6400 12800  

Charge voltage, V 5 5 4.5 

Rated voltage, V 3.7 3.7  

Rated charge current, A 1.3 1.3 <2 

Full charge time, h 5 10  

Supply voltage, V 100 - 240 100 - 240  

Operating time  21-26 h (with Helion) 16-20 h (with Helion) 2-3 h 

Dimensions, mm 73x47x30 73x47x50 73 x 47 x 30 

Weight, kg 0.13 0.24 0.051 
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IPS Battery Charger DESCRIPTION 
Intended for charging the IPS 5, IPS 7, IPS 7A, IPS 10, IPS 14 battery packs used with digital 
and thermal riflescopes, thermal monoculars, and thermal binoculars The IPS Pulsar Battery 
Charger is designed to be compact and lightweight, making it easy to carry and store.  Quick-
Locking Battery Connection ensures a reliable and speedy connection for batteries in Pulsar's 
thermal optics. It minimizes the risk of power loss due to loose connections and allows users to 
replace batteries swiftly. 

 

IPS Battery Charger CLASSIFICATION 

 IPS Charger 

Connections and Compatibilities IPS 5, IPS 7, IPS 7A, IPS 10, IPS 14 

Operating temperature range -25°С - 50 °С 

Dimensions, mm 78 x 27 x 25 

Weight, kg 0.04 

 


