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 Long operation time on a single 
charge 

 Multi-point prism mount 
 All control elements in direct access 
 Rapid battery extraction 

mechanism 
 Focus adjustment with tactile 

marker set for night-time shot 
 Integrated ballistic calculator for 

long-range shooting 
 5 shooting profiles / 50 zeroing distances 
 A selection of 10 reticle shapes in 9 colour modes 
 Precision aiming in the «Picture-in-picture» mode 
 Completely waterproof IPX7 

 
 
 

Designed for stalk hunting, the Pulsar Talion line features our most compact thermal imaging 
riflescopes. Very ergonomic and resistant to high impact, these devices are perfect for making 
important decisions fast. 

With the perfect ratio of quality and size, the Pulsar Talion thermal imaging riflescopes have become 
irreplaceable tools for the modern hunters, praised primarily for their compactness and the ease of 
use. 

The most sensitive of the range, the Pulsar Talion XQ35 Pro will be ideal for those who aim at closer 
targets and often find themselves in highly humid conditions. Higher thermal sensitivity makes it 
easier to cut through fog, rain, or other precipitation. 

With the longest detection range and largest sensor resolution of the line, the Pulsar Talion XG35 
is designed for shooting from slightly longer distances than the other models. 

 

Standard Accessories:         APS5T Battery Pack (2 pcs.), APS5 Battery Charger, Power Adaptor, USB Type-
C cable with USB Type-A adapter, Mount, Mounting screws, Removable Rubber Eyecup, Soft Carrying Case, 
Lens-cleaning Cloth, Anti-fog Lens Swabs 

Optional Accessories:          Hard Storage Case, Anti-Fog Lens Cleaning Kit  
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SPECIFICATIONS TALION XQ35 PRO TALION XG35

Sensor Type uncooled uncooled 
Resolution, pixels 384 x 288 640 x 480
NETD, mK <25 <40
Frame Refresh Rate, Hz 50 50
Pixel Size, μm 17 12

Click range, H/V, mm at 100m 3600/3600 4200/4200
Click value, H/V, mm at 100m 18 – 2.5х, 9 – 5х, 4.5 – 10х 21 – 2х, 10.5 – 4х, 5.25 – 8х, 2.6 – 16х
Number of preloaded reticles 10 10

Magnification (x) 2.5 – 10 (x4 digital zoom) 2 – 16 (x8 digital zoom)
Lens System F35/1.0 F35/1.0
Field of view (H x V) 10.7° × 8° 12.5° × 9.4°
Eye Relief, mm 50 50
Diopter adjustment, D -3/+4 -3/+4
Detection Distance, m 1350 1750

Type AMOLED HD AMOLED HD
Resolution, pixels 1024x768 1024x768

Video / Photo Resolution, pixels 1024x768 1024x768
Video / Photo Format .mp4/.jpg .mp4/.jpg
Built-In Memory Capacity 16 GB 16 GB

Compatible mounts Weaver Mount - U, USQD, LQD Standard 30 mm rings
Supported application Stream Vision 2 Stream Vision 2
Shock resistance on the smooth-bore rifles,
caliber

12 12

Max. recoil power on rifled weapon (Eo),
Joules

6000 6000

Battery Type Li-Ion Battery pack AP5T Li-Ion Battery pack AP5T
Capacity, mAh 2000 - 4900 2000 - 4900
Power Supply, V 3–4.2 3–4.2
External Power Supply, V 5 V, 9 V (USB Type-C Power Delivery) 5 V, 9 V (USB Type-C Power Delivery)
Battery Life at 22°C, hrs 9 7
Environmental Rating IPX7 IPX7
Operating Temperature -25°C to +50°C -25°C to +50°C
Body material Magnesium alloy Magnesium alloy
Dimensions, mm 330x57x67 330x57x67
Weight w/o battery, kg 0.82 0.82

CONNECTIONS AND COMPATIBILITIES

OPERATIONAL SPECIFICATIONS

SENSOR

OPTICAL SPECIFICATIONS

DISPLAY

VIDEO RECORDER

RETICLE


