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APS Battery Pack DESCRIPTION

Rechargeable Li-lon batteries Battery Pack used in Axion, Merger, Digex, Proton,
Talion, Thermion 2, and Thermion 2 LRF models provide sufficient operation time and
can be quickly replaced. B-Pack mini batteries can be quickly charged either with
included charger station or in the unit connected to USB.
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APS Battery Pack CLASSIFICATION

Pulsar APS Battery Pack

APS 5

Pulsar APS Battery Chargers

APS 5T

APS 2 APS 3 APS 5 APS 5T
Connections and Dige>.(, Digex IR . Axion.XM, AXION ' '
Compatibilities IIumlnato_rs,Thermlon XQ, Dlgex, Merger, Axion 2, Proton Talion

2, Thermion 2 LRF Thermion 2 LRF

Battery Type Li-Ion Li-Ion Li-Ion Li-Ion
Capacity, mAh 2000 3200 4900 4900
Rated voltage,V 3.7 3.7 3.7 3.7
Full charge time, h 2.5 3.5 4 4
Cycle life, minimum* 300 300 500 500
Mains voltage range, V. | 100 - 240 100 - 240 100 - 240 100 - 240
Output voltage, V 5 5 5 5
g‘n‘::)%erg dt'jfg‘i;?%e 0°C - 35 °C 0°C - 35 °C 0°C - 35 °C 0°C - 35 °C
Dimensions, mm 59x24x24 74x24x24 84 x 25 x 25 92 x 25 x 25
Weight, kg 0.04 0.06 0.08 0.08

* Once reached the specified limit, the battery capacity may drop to 80%. This is normal and not a defect.
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Pulsar APS Battery Pack
Pulsar APS Battery Chargers

APS Battery Charger DESCRIPTION

Intended for charging the APS 2, APS 3, APS 5 and APS 5T battery packs used with digital and
thermal riflescopes, thermal monoculars, and thermal binoculars and supports USB Power
Delivery fast charging technology using a standard charging kit (USB Type-C cable, power
adapter).

APS Charger APS 5 Charger

APS Battery Charger CLASSIFICATION

APS Charger APS 5 Charger
gg“m“pe;ttl'glrl‘fuz:d APS 2, APS 3 APS 5, APS 5T
Input voltage, V 5 5
Output voltage, V 4.2 4.2
Mains voltage range, V. | 100 - 240 100 - 240
e A L e 357
Dimensions, mm 71x32x31 77 x 52 x 35
Weight, kg 0.05 0.13
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