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 Lightweight 
 Multifunctional 
 Automatic high-light cut-off 
 Low battery and IR ON indicators 
 Multi-coated optics 
 Built-In infrared illuminator 
 Nitrogen purged 
 Waterproof 
 

 

 

The ALPHA OPTICS PVS-7 is a high-quality mono 
tube, bi-ocular night vision goggle system. The 
Gen 2+ or Gen 3 image intensifier tube features 
Automatic Brightness Control (ABC) which 
automatically adjusts the brightness of the 
image tube to achieve the highest quality image 
resolution under varying light conditions as well 
as a built-in infra-red illuminator which allows 
the user to operate under zero light conditions. 
They are waterproof and charged with nitrogen 
to prevent internal condensation while moving 
between extreme temperatures. Additional 
features include IR-On and Low-Battery 
Indicators. Image clarity is achieved by 

focusing the front objective while each eyepiece 
can be independently adjusted for eyesight 
correction.  

An IR illuminator is integrated into the system 
for use in extreme low light conditions. 
Lightweight and versatile, the ALPHA OPTICS 
PVS-7 can be hand-held, head-mounted, and 
helmet-mounted. Optional fully adjustable 
headgear allows the device to be flipped-up or 
quickly detached from the mask. Optional Long-
Range objectives convert ALPHA OPTICS PVS-7 
into a useful field binocular.  

 

Standard accessories:  Lens Cap, Demist Shield, Sacrificial Window, Lens-cleaning Cloth, Soft 
Carrying Case, Hard Waterproof Case 

Optional accessories:  3x, 5x Lenses, IR Spot/Flood Lens, Compass, Head Mount Assemblies, Helmet 
Mounts, Anti-Fog Lens Cleaning Kit 
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Specifications: 

 

 
 
*Specifications are subject to change without notice.  Images are for illustration purposes only. 

 

Image Intensifier Tube Gen 2+ or Gen 3

Magnification 1x 

Field of View 40°

Diopter adjustment from -6  to  +2

Focus range 0.25 m to infinity

Lens System 26 mm; F/1.2

Interpupillary Adjustment 55 - 71mm

Bright Light Cut-Off YES

Built-in IR Illuminator YES

Low battery and IR ON indicators YES

Battery type Two 1.5 V AA batteries

Battery life Up to 50 hours

Operating temperature From -51°C to +49°C

Water Resistant Submersible to 1 m depth for 30min

Dimensions (L x W x H), mm 152 x 152 x 76

Weight, g 550


